
 



 

 

 



It is Important to cut out a ѻέ piece along the entire length of each plastic button cover. This is because the LED boards 

are slightly wider and need to protrude beyond the plastic. This allows the button cover to drop in άoverέ the circuit 

boards. Make sure you slice the correct side on each plastic piece since they are opposite. 

 

 

 



 

 

 

 

 

 

 



 

 

 

 

 

 



 

5Ǌƛƭƭ ǎƳŀƭƭ ƘƻƭŜǎ ƛƴ ǘƘŜ ŎƛǊŎǳƛǘ ōƻŀǊŘ ƻƴ ǘƘŜ [ŜŦǘ ŀƴŘ wƛƎƘǘΦ /ǳǘ ŀ ǇƛŜŎŜ ƻŦ ǇƭŀǎǘƛŎ ŀōƻǳǘ оκуέ ŘƛŀƳŜǘŜǊ ŀƴŘ ƎƭǳŜ ƛǘ ƻǾŜǊ ǘƘŜ 

center hole where the OEM light bulb used to go. Drill 2 small holes into it for the center LED. Bend the LED legs and 

solder all the (+) together and all the (-) together. Run the (+) to the inner circuit board and solder. Attach a resistor to 

any of the LED (-) leads, then the other end of the resistor to the (-) on the board. See the red and black sharpie marks. 

 


